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Catalog Specification Sheet N
o.

EG01.08
Dolly Trucks

Short Form Specifications 
Eagle (Chrome / EagleBrite®) Dolly Truck, model 
_______________. Constructed of four wire shelves with 
patented QuadTruss® design (patent #5,390,803), aluminum 
truck dolly with wraparound bumper, four numbered posts, and 
5˝ casters. Shipped knocked down. 

Design and Construction Features 
• Four shelves with patented QuadTruss® design (patent 

#5,390,803), making shelves up to 25% stronger and 
provides a retaining ledge for increased storage stability and 
product re ten tion. 

• Four posts numbered on vertical one-inch increments  
to help ensure fast and level assem bly — shelving can  
be adjusted up and down every inch for optimum  
cart con fig u ra tion. 

• Open wire construction promotes higher visibil i ty by allowing 
light to pass through the shelves, permits  
greater air circulation which helps re duce dust and 
contamination build up, and in creas es the effectiveness of 
fire sup pres sion systems.  

• Fast assembly without tools. Numerically calibrated grooved 
posts, tapered high-temperature-resistant plastic split 
sleeves and shelf col lars combine to make shelving  
assem bly a simple two-step exercise:  
- 1) Snap the split sleeves onto the posts at the location  

 of your choice;  
- 2) Slide the collars of the shelf over the split sleeves.  
A positive lock be tween the shelf and the split sleeves is  
creat ed without the use of any tools, becoming stronger as 
additional weight is add ed to the shelving.  

• Aluminum truck dolly with wraparound bumper.  
• Four designated 5˝ x 11⁄4˝ (127 x 32mm) casters.  
• Overall height is 69˝ (1753mm). 
• Shipped knocked-down. 

Options / Accessories
Ledges 
Dividers 
Shelf markers

Item No.: 
Project No.: 

S.I.S. No.:

Dolly Trucks
Specification Sheet

MODELS: 
DT1836- * 
DT1848- * 
DT1860- * 

DT2136- * 
DT2148- * 
DT2160- * 

DT2436- * 
DT2448- * 
DT2460- *

* See chart on back for complete model numbers. 

Certifications / Approvals

NSF®
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Item No.: 
Project No.: 

S.I.S. No.:

Dolly Trucks

with Eaglebrite® with chrome         shelf dimensions       dolly dimensions 
    shelf unit   shelf unit    width    length    width    length   weight caster wheel 
     model #    model # in. mm in. mm in. mm in. mm lbs. kg type tread 

DT1836-ZS DT1836-CS 18˝ 457 36˝ 914 233⁄4˝ 603 407⁄8˝ 1038 72 32.7 swivel resilient 
DT1836-ZSP DT1836-CSP 18˝ 457 36˝ 914 233⁄4˝ 603 407⁄8˝ 1038 72 32.7 swivel poly 
DT1836-ZSB DT1836-CSB 18˝ 457 36˝ 914 233⁄4˝ 603 407⁄8˝ 1038 72 32.7 swivel/brake resilient 
DT1836-ZSBP DT1836-CSBP 18˝ 457 36˝ 914 233⁄4˝ 603 407⁄8˝ 1038 72 32.7 swivel/brake poly 

DT1848-ZS DT1848-CS 18˝ 457 48˝ 1219 233⁄4˝ 603 527⁄8˝ 1343 86 39.0 swivel resilient 
DT1848-ZSP DT1848-CSP 18˝ 457 48˝ 1219 233⁄4˝ 603 527⁄8˝ 1343 86 39.0 swivel poly 
DT1848-ZSB DT1848-CSB 18˝ 457 48˝ 1219 233⁄4˝ 603 527⁄8˝ 1343 86 39.0 swivel/brake resilient 
DT1848-ZSBP DT1848-CSBP 18˝ 457 48˝ 1219 233⁄4˝ 603 527⁄8˝ 1343 86 39.0 swivel/brake poly 

DT1860-ZS DT1860-CS 18˝ 457 60˝ 1524 233⁄4˝ 603 647⁄8˝ 1648 100 45.4 swivel resilient 
DT1860-ZSP DT1860-CSP 18˝ 457 60˝ 1524 233⁄4˝ 603 647⁄8˝ 1648 100 45.4 swivel poly 
DT1860-ZSB DT1860-CSB 18˝ 457 60˝ 1524 233⁄4˝ 603 647⁄8˝ 1648 100 45.4 swivel/brake resilient 
DT1860-ZSBP DT1860-CSBP 18˝ 457 60˝ 1524 233⁄4˝ 603 647⁄8˝ 1648 100 45.4 swivel/brake poly 

DT2136-ZS DT2136-CS 21˝ 533 36˝ 914 263⁄4˝ 680 407⁄8˝ 1038 82 37.2 swivel resilient 
DT2136-ZSP DT2136-CSP 21˝ 533 36˝ 914 263⁄4˝ 680 407⁄8˝ 1038 82 37.2 swivel poly 
DT2136-ZSB DT2136-CSB 21˝ 533 36˝ 914 263⁄4˝ 680 407⁄8˝ 1038 82 37.2 swivel/brake resilient 
DT2136-ZSBP DT2136-CSBP 21˝ 533 36˝ 914 263⁄4˝ 680 407⁄8˝ 1038 82 37.2 swivel/brake poly 

DT2148-ZS DT2148-CS 21˝ 533 48˝ 1219 263⁄4˝ 680 527⁄8˝ 1343 98 44.5 swivel resilient 
DT2148-ZSP DT2148-CSP 21˝ 533 48˝ 1219 263⁄4˝ 680 527⁄8˝ 1343 98 44.5 swivel poly 
DT2148-ZSB DT2148-CSB 21˝ 533 48˝ 1219 263⁄4˝ 680 527⁄8˝ 1343 98 44.5 swivel/brake resilient 
DT2148-ZSBP DT2148-CSBP 21˝ 533 48˝ 1219 263⁄4˝ 680 527⁄8˝ 1343 98 44.5 swivel/brake poly 

DT2160-ZS DT2160-CS 21˝ 533 60˝ 1524 263⁄4˝ 680 647⁄8˝ 1648 114 51.7 swivel resilient 
DT2160-ZSP DT2160-CSP 21˝ 533 60˝ 1524 263⁄4˝ 680 647⁄8˝ 1648 114 51.7 swivel poly 
DT2160-ZSB DT2160-CSB 21˝ 533 60˝ 1524 263⁄4˝ 680 647⁄8˝ 1648 114 51.7 swivel/brake resilient 
DT2160-ZSBP DT2160-CSBP 21˝ 533 60˝ 1524 263⁄4˝ 680 647⁄8˝ 1648 114 51.7 swivel/brake poly 

DT2436-ZS DT2436-CS 24˝ 610 36˝ 914 293⁄4˝ 756 407⁄8˝ 1038 90 40.8 swivel resilient 
DT2436-ZSP DT2436-CSP 24˝ 610 36˝ 914 293⁄4˝ 756 407⁄8˝ 1038 90 40.8 swivel poly 
DT2436-ZSB DT2436-CSB 24˝ 610 36˝ 914 293⁄4˝ 756 407⁄8˝ 1038 90 40.8 swivel/brake resilient 
DT2436-ZSBP DT2436-CSBP 24˝ 610 36˝ 914 293⁄4˝ 756 407⁄8˝ 1038 90 40.8 swivel/brake poly 

DT2448-ZS DT2448-CS 24˝ 610 48˝ 1219 293⁄4˝ 756 527⁄8˝ 1343 112 50.8 swivel resilient 
DT2448-ZSP DT2448-CSP 24˝ 610 48˝ 1219 293⁄4˝ 756 527⁄8˝ 1343 112 50.8 swivel poly 
DT2448-ZSB DT2448-CSB 24˝ 610 48˝ 1219 293⁄4˝ 756 527⁄8˝ 1343 112 50.8 swivel/brake resilient 
DT2448-ZSBP DT2448-CSBP 24˝ 610 48˝ 1219 293⁄4˝ 756 527⁄8˝ 1343 112 50.8 swivel/brake poly 

DT2460-ZS DT2460-CS 24˝ 610 60˝ 1524 293⁄4˝ 756 647⁄8˝ 1648 134 60.8 swivel resilient 
DT2460-ZSP DT2460-CSP 24˝ 610 60˝ 1524 293⁄4˝ 756 647⁄8˝ 1648 134 60.8 swivel poly 
DT2460-ZSB DT2460-CSB 24˝ 610 60˝ 1524 293⁄4˝ 756 647⁄8˝ 1648 134 60.8 swivel/brake resilient 
DT2460-ZSBP DT2460-CSBP 24˝ 610 60˝ 1524 293⁄4˝ 756 647⁄8˝ 1648 134 60.8 swivel/brake poly
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